LONG CREEK TOWNSHIP PUBLIC WATER SUPPLY
2026 WATER QUALITY

CONSUMER CONFIDENCE REPORT

This report summarizes the quality of water that we provided during 2025, including the source of water, what it contains and how it compares
to standards set by regulatory agencies.

If you have any questions concerning this report, please call Brad Paslay at 217-864-5656, Monday through Friday from 8:00 a.m. — 4:00 p.m. The
Board of Trustees meet every fourth Tuesday of each month at the Long Creek Township Hall, 2610 Salem School Road, at 5:00 p.m. We value your
opinions and input and encourage you to attend these meetings.

The Long Creek Township Water Department uses groundwater from three wells drilled into aquifers. An aquifer is a geological formation that
contains water. The water is treated with chlorine for disinfection. Then fluoride is added to help prevent tooth decay. We also purchase water
from Decatur from time to time. The City of Decatur uses surface water from Lake Decatur as its source of drinking water. The Sangamon
River is the primary source of water for Lake Decatur. At certain times, the City has used wells located in DeWitt and Piatt Counties to
supplement the water supply. The water from these wells flow into the Sangamon River.

WE DID NOT PURCHASE ANY WATER FROM THE CITY OF DECATUR IN 2025.

Due to favorable monitoring history, aquifer characteristics and an inventory of potential sources of contamination, our water supply
monitors at a frequency of every one to three years for SOCs, VOCs, I0Cs, and Lead & Copper.

The CCR will not be mailed unless you request a copy. If you would like a copy mailed to you, please call 217-864-5656 between 8:00 am &
4:00 pm. Printed copies of this report are available upon request at: Long Creek Township Water Department located at 2610 Salem School

Road, Decatur, IL 62521. You may also view the CCR on our website: http://www.longcreektownship.org/doc/ccr-2026/



Consumer Confidence Report

Annual Drinking Water Quality Repoxt
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Annual Water Quality Report for the pericd of January 1 to

December 31, 2025

This report is intended to provide you with important
informatlon about your drinking water and the efforts made by

the water system to provide safe drinking water.

The source of drinking water used by
LONG CREEK TOWNSHIFP PWS is Ground Water

For mere information regarding this report contact:

Name Bradley W. Paslay, Water Superintendent

Phone 217-864-5656

Este informe contiene informacldédn muy importante sobre el
Tradizcale 6 hable con alguien que 1o

agua que usted behe,
entienda bien.

Sourca of Drinking Water

Drinking water, including bottled water, may
reasonahly be expected to centain at least swall

[The socurces of drinking water (both tap water and
bottlad water) include rivers, lakes, streams, ponds,
reservoirs, springs, and wells.
the surface of the land or through the ground, it

Hissolvyes naturally-occurring minerals and, in some
cases, radiocactive material, and can pick up substances
resulting from the presence of animals or from human|
actlvity.

Fontaminants that may be present in source water
include:

o Microblal contaminants, such as vizuses and
bacteria, which may come from sewage treatment plants,
septic systems, agricultural livestock operations, and
ildlife. '

= Incorganic contaminants, such as salts and metals,
hich can be naturally-occurring or result from urban
storm water runoff, industrial or domestic wastewater|
discharges, oil and gas production, mining, or farming.

- Pesticldes and herbicides, which may come from a
wariety of sources such as agriculture, urban storm
ater runoff, and residential uses,

- Organic chemical contaminants, including synthetig
and volatile organic chemicals, which are by-products
of industrial processss and petroleum production, and
lcan also come from gas stations, urben storm water
runcff, and septic systems.

- Radiocactive contaminants, which can be
aturally-occurring or be the ressult of oil and gas
productlon and mining activities.

as water travels over poses a health risk.

amounts of some contaminants. The presence of
contaminants dees not necessarily indicate that water]
More informatlon about
contaminants and potential health-effects can be
obtained by calling the RPAs Safe Drinking Water
Hotline at {800) 426-4751.

In order to ensure that tap water is safe to drink,
[EPA prescribes regulations which limit the amount of
certain contaminants in-water provided by public
sater systems. FDA regulations establish limlts Eon
contaminants in bettled water which must provide the
lsame protection for public health.

Scme people may be more vulnerable to contaminants inl
ldrinking water than the general population.

Timuno-compromised persons such as persons with
cancer undergoelng chemotherapy, persons who have
nndergone organ transplants, people with HIV/BIDS or
lother lmmune system dlisorders, some slderly and
infants can be particularly at risk from infections.
These people should seek advice about drinking water
from their health care providers. EPA/CDC
lyud.delines on appropriate means to lessen the risk of
linfection by Cryptosporidium and other micrchial
lcontaminants are available from the Safe Drinking
[fater Hotline (B00-426-4791).

Lead can cause serious health problems, especially
for pregnant women and young children. Lead in

drinking water is primarily from materials and
components. assoclated with service lines and home
plunidlng. The drinking water supplier is respensible
for providing high quality drinking water and
removing lead pipes, but cannot control the variety
of materlals used in plunbing components in your home.
You share the responsibility fox protecting yourself
and your family from the lead in your home plumbing.
¥oy can take responsibility by identifying and
iremoving lead materials within your home plumbing and
taking steps to r¥educe your family's risk,

Before drinking tap wacer, tlush your pipes for
several minutes by running your tap, taking a shower,
doing laundry o¥ a load of dishes. You can alsc use

Institute accredited certifler to reduce lead in
grinking water, If you are concerned about lead in
your water, you may wish to have your watex tested,
contact Long Creek Township Water at 217-864-5636.
Information on lead in drinking water, testing
methods, and steps you can take to minimize exposure
is available at http ://www.epa.gov/safpwatex/lead,

a filter certified by an American Wational Standard!



Source Water Information

Source Water Hame Type of Water Report Status Locatlon

WELL L (45114) GW A Inside Plant
WELL 3 (01124} GW A West of Plant
WELL 4 (020864} G A East of Plant

Source Water Assessment

We want our valued customers to be informed sbout their water quality. If you would like to learn more, please feel welcome to attend any of our regularly scheduled
meetings. The source water agsessment for our supply has been completed by the Illinecis EPA. - If you would like a copy of this information, please stop by City Hall
or call oux water operator at 217-864-5856, To view a summary versicn of the completed Source Water Assessments, including: Importance of Scurce Water; Susceptibility
to Contamination Determinatilon; and documentation/recommendation of Source Water Protectien Efforts, you may accees the Illinois EPA website at
nttp://www.epa.state.i1l.us/cgi-bin/wp/swap~fact-sheets.pl.

Source of Water: LONG CREEK TOWNSHIP PW3, To determine Long Creek Township PHWS's susceptibllity to groundwater contamination, a Well Site gurvey, published in
1990 by the Illincls EPA, and Scurce Water Protectlon Plan were reviewed. Based on the information contained in these documents, one potential source of groundwater
contamination is present that could pose a hazard to groundwater pumped by the Long Creek Township PWS community water supply wells. This is a gquarrying of

unconsclidated/consclidated material, Based upon this information, the Illinois BPA has determined that Long Creek Township PWS Wells #1 and #2 are not susceptible
to IOC, VOC, or S0C contamination. Based on its propesed leocation and construction, the Illinols EPA anticlpates that Well #3 will not be susceptible when it
comes on line, This determination is based on a number of criteria including: menitoring conducted at the wells; monitoring cenducted at the entry point to the
distribution system; and the available hydrogeologic data for the wells.In anticipation of the .S, EPA's proposéd Ground Water Rule, the Illinois EP& has determined
that Long Creek Townshlp PWS's communlty water supply wells are not vulnerable to viral contamination. This determination is based upon the evaluation of the
following criteria during the Vulnerability Waiver Process: the community's wells are properly constructed with sound integrity and proper site conditions; there
is a hydrogeologic karrier that restricts pathogen movement; all potential routes and sanitaxy defects have been mitigated such that the source water is adequately
protected; monitoring data did not indicate a history of disease cutbreak; and the sanitary survey of the water supply did not indicate a viral ¢ontanination threat,
However, having stated this, the U.S, EPA is proposing to require States to identify systems in karst, gravel and fractured rock aquifer systems as sensitive.
Water systems utilizing these aquifer types would be required to perform routine source water monitoring. Because the community's wells are constructed in a confined

aquifer, which should provide an adequate degree of protection to prevent the movement of pathogens into the wells, well hydraulics were not considered to be a
significant facter in the valnerability determination.



2025 Regulated Contaminants Detected

Lead and Copper

Definitions:
Action Level: The concentration of a contaminant which, i1f exceeded, triggers treatment or other requirements which a water system must follow.
Action Level Goal (ALG): The level of a contaminant in drinking water below which there is no known or expected risk te health. BALGs allow for a margin of safety.

Copper Range: 0.0094 ppm to 0.22 ppm
Lead Range: < 1.0 ppb to 6.6 ppb

To cbtaln a copy of the system's lead tap sampling data: Contact the Long Creek Township Water Department (217) £864-5658

CTRCLE CWE: Our Community Water Supply@/has not developed a service line material inventory.
To obtain a copy of the system's service ne inventory: Contact the Long Creek Township Water Department (217) B&4-5636

Lead and Coppexr Date Sampled MCLG Action Level 40th # Sites Over AL Units Viglation . Tikely Source of Comtamination
(AL} Percentile
Coppar 2025 1.3 1.3 .0.089 a BRpm N Corrosicon of household plumbing systems:

Errosion of natural deposits.

Lead 2025 Q 15 2.8 0 jsiels® N Corrosion of household plumbing systems:
Errosion of natural deposits.

Water Quality Tast Results

Definltions: The following takles contain sclentific terms and measures, some of which may require explanation,

Burg e Regulatory compliance with some MCLs are based on running annual average of monthly samples,

Level 1 Assessmant;: A Level 1 assessment is a study of the water system to ldentify potential proklems and determine (1 pessible) why total
coliform bacteria have been found in our water system.

Level 2 Assessment: & Level 2 asgessnment 13 a very detalled study of the water system to 1dentify potential problems and determine {if possible)
why an E: coli MCL violation has occurred and/or why total coliform bacteria have been found in cur water system on multiple
occasions.

Maximum Contaminant Level or MCL: The higheat level of a contaminant that is allowed in drinking water. MCLs are set as close to the MCLGs as feasible using

the best available treatment technology.

Maximum Contaminant Level zoal or MCLG: The level of a contaminant in drinking water below which there is no known or expected risk to health. MCLGS allow for
' a margin of safety. .

Maximum residual disinfectant level or The highest level of a disinfectant allowed in drinking water. There is convincing evidence that addition of a disinfectant

MEDL: is necessary for control of micrcbial contaminants.

Maximmm residual disinfectant level goal The level of @ drinking water disinfectant below which there is no kncwr_; or axpected risk to health. MRDLGS do not reflect
or MRDLG: the bepefits of the use of disinfectants to control microbial contaminants.

nat not applicable.

mrem: millirems per year (a measure of radiation aksorbed by the body)

ppb: micrograws per liter or parts per billion - or one ounce in 7,350,000 gallons of water,

ppm: milligrams per liter or parts per million - or one ounce in 7,350 gallons of water.

Traatment Technlgue or IT: A required process intended to reduce the level of a gontaminant in drinking water.

pCi/L: Picocuries per liter (a measure of radicactivity)



‘Regulated Contaminants

Disinfactants and Collection Highest Lewvel Range of Levels MCLG MCL Unilts violation Likely Source of Contaminatlon

Diginfaction Date Detected Detected

By-FProducts

Chloramines 2025 3 2 -~ 3.1 MEDLE = 4 MERL = 4 Ppm w Water additiwve used to control microbes.

Halcaoatic Acoids 2025 5 4.69 - 4,89 Ho goal for G0 pph Iy By-product of drinking water disinfection,

(HARS) the total

Total Trihalomethanas 2025 2 1.52 - 1.52 o goal for 80 ppk I By-product of drinking water disinfection.

(TTHM) the total

Incrganic Contaminanks Collection highest Level Range of Levels MCLG MCL units - violatidon Likely Source of Contamination

Date Detected Detacted

Arsenic 09/05/2023 2.4 2.4 - 2.4 0 10 jislsl N Erosion of natural deposits; Runoff f£rom
‘orchards; Runcff from glass and electronics
production wastes.

Barium 09/05/2023 0.0031 0.0031 -~ 0,0031 2 2 ppm il Discharge of drilling wastes; Discharge from
metal refineries: KErosion of natural deposits.

Fluoxide 09/05/2023 0.717 0,717 - 0,717 4 4.0 PRI 5] Eroslon of natural depcsits; Water additive which
promotes strong teethy Discharge from fertilizer
and aluminum facteries.

Sedium 09/05/2023 34 34 - 34 pEbh juf Erosion from naturally occuring deposits. Used
in water softener regeneration.

Radiocaative Collection Highest Level Range of Levels MCLG MCL Units viglation Likely Scurce of Contamination

fontaminants Date Datacted Detacted

Combinad Radium 02/08/2022 0.407 0.407 - 0.407 0 5 pci/n N Brosion of natural deposits.

226/228




